TSE DENEY ve KALIBRASYON MERKEZi BASKANLIGI ELEKTROTEKNIK

<>

LABORATUVARI MUDURLUGU

HEADSHIP OF TSE TEST and CALIBRATION CENTER ELECTROTECHNICAL LABORATORY

AB-0001-T

403439

04-18

CLASSIFICATION OF REACTION TO FIRE FOR ELECTRIC CABLES IN

ACCORDANCE WITH TS EN 13501-6

Sponsor / Manufacturer

UNAL KABLO SAN. VE TIC.LTD.STI.

Place of Manufacture

Velimese Org. San. Mah. 247 Sok. No:4/1

Ergene / Tekirdag

Prepared by

TSE Elektroteknik Laboratuvar1 Gebze Mudirligi
Cumbhuriyet Mah. 2258 Sokak
Gebze /| KOCAELI - TURKIYE

Notified Body No

1783

Regulation

Construction Products Regulation (305/2011/EU)

Classification report No

403439/04-18

Date of Issue

25.04.2018

1- Introduction

This classification report defines the classification of cable below in accordance with the procedures given in TS EN 13501-6

2- Details of classified product

Trade name, Type of cable

UNAL KABLO, CYKY

Sample description

Conductor Class 1, 450/750 V, Multicore

Tested cable and size and
overall diameter

I- CYKY 2x1,50 mm?
2- CYKY 5x6 mm?

9,00 mm
13,30 mm

3- Test Reports and results in support of this classification

3.1 Reports

Enter details of reports here as applicable

Name of Laboratory

Test reports no and
Date

Test methods

TSE Gebze Electrotechnical
Laboratory

403437/ 04-18

(TS EN 60332-1-2/A1:2016 / A11: 2017)

TSE Gebze Electrotechnical
Laboratory

403438/ 04-18

( TS EN 60332-1-2/A1:2016 / A11: 2017)

The format of the reaction to fire classification for electric cables is:

TS EN 13501-6 04.2014
LAB-D-FR-36/01.09.2016 - |

2/3

Test method and type of | Parameter No. of Test results

cable test Continuous Compliance with
parameter parameters

1- CYKY 2x1,50 mm? H  (Vertical flame | 1 125 mm <425mm / Eca

TS EN 60332-1-2/A11:2017 | spread)

1- CYKY 5x6 mm? H (Vertical flame | 1 120 mm <425mm/ Esa/p‘quh,h

TS EN 60332-1-2/A11:2017 | spread) "%Q'/\“iﬁ(x:&rx
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Fire Behaviour Smoke Production Flaming Droplets Acidity

Eca

Reaction to Fire Classification: Eca

4-Field of Application

This classification is valid for the power cables listed below as determined in the extended application process according to

CLC-FprTS 50576-2016.

Outer diameter of cable

Reaction to Fire

Trade name Cable Family Clissicatisn
UNAL
KABLO CYKY From 9,00 mm — to 13,30 mm Eca

TS EN 13501-6 04.2014
LAB-D-FR-36/01.09.2016 - 1
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