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Deneyi Talep Eden ¢ UNAL KABLO SANAYI VE TICARET LTD. STI.
(Ad1,Adresi,Sehir vb.)

(VELIMESE ORGANIZE SANAYI MAH 247.SOK. NO:4/1 ERGENE/TEKIRDAG

Customer (Name. Adress,City etc.) Silivri-ISTANBUL)
ilivri-

Deney Talep Tarihi/No t05.03.2018 / 206904

Order Date / No

Numunenin Tamim s 392603 KABLO, UNAL KABLO , N2XRY , -, -, 1.00 metre
(No,Cins, Marka, Tip, Tiir, Model vb.)

Sample Description(No. Type Mark Model 392603,CABLE.... 1,00 meter

elc.)

Numune Kabul Tarihi : 05.03.2018

Test Item Receipt Date

Deneylerin Yapildigxs Tarih ¢ 14.03.2018 - 15.03.2018

Date of Test

Uygulanan Standard / Metod ¢ TSEN 13501-6:2014-04 Yapt mamulleri ve yapi elemanlar1 - Yangin siniflandirmasi -
Bolum 6: Elektrik kablolarindaki yangin deneylerinin reaksiyonlarindan elde edilen
veriler kullanilarak siniflandirma

Applied Standard/Method TS EN 13501-6:2014-04 Fire classification of construction products and building
elements - Part 6: Classification using data from reaction to fire tests on electric cables

Raporun Sayfa Sayisi : 3

Number of pages of the report

Aciklamalar

Remarks

Tirk Akreditasyon Kurumu(TURKAK) deney raporlarinin taninmasi konusunda Avrupa Akreditasyon Birligi(EA) ve
Uluslararasi Laboratuvar Akreditasyon Birligi(ILAC) ile karsilikli taninma antlagmasini imzalamustir.

The Turkish Accreditation Acency(TURKAK) is signatory to the multilateral agreements of the European co-operation for the
Accreditation(EA) and of the International Laboratory Accreditation(ILAC) for the Mutual recognation of test reports.

Deney ve/veya ol¢im sonuglari, genisletilmis 6l¢tim belirsizlikleri (olmasi halinde) ve deney metodlari bu raporun tamamlayici
kismi olan takip eden sayfalarda verilmistir.

The test and/or measurement results, the uncertainties (if applicable) with confidence probability and test methods are given on
the following pages which are part of this report.

Onaylayan
Approved by (

Cetin AYGUN Safiye DEMIR
Teknik Ogretmen Laboratuvar Miidiirii V.

Bu rapor, hazirlayan laboratuvarin yazili izni olmadan kismen kopyalanip gogaltilamaz. imzasiz ve miihiirsiiz raporlar gegersizdir
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TSE DENEY ve KALIBRASYON MERKEZi BASKANLIGI ELEKTROTEKNIK AB-0001-T

C HEADSHIP OF TSE TEST and CALIBRATION CENTER ELECTROTECHNICAL LABORATORY

LABORATUVARI MUDURLUGU

395447

03-18

CLASSIFICATION OF REACTION TO FIRE FOR ELECTRIC CABLES IN

ACCORDANCE WITH TS EN 13501-6

Sponsor / Manufacturer

UNAL KABLO SAN. VE TIC. LTD. STI.

Place of Manufacture

VELIMESE ORGANIZE SANAYI MAH. 247. SOKAK NO:4/1
ERGENE/TEKIRDAG

Prepared by

TSE Elektroteknik Laboratuvari Gebze Miidiirliigii
Cumbhuriyet Mah. 2258 Sokak
Gebze / KOCAELI - TURKIYE

Notified Body No

1783

Regulation

Construction Products Regulation (305/2011/EU)

Classification report No

395447/03-18

Date of Issue

15.03.2018

1- Introduction

This classification report defines the classification of cable below in accordance with the procedures given in TS EN 13501-6

2- Details of classified product

Trade name, Type of cable

UNAL KABLO N2XRY

Sample description

Multi core, Armored, Copper conductor, Class 2, 600/1000V

Tested cable and size and
overall diameter

1- N2XRY 2x1,50mm? 12,00 mm
2- N2XRY 3x120+70mm? 50,00 mm

3- Test Reports and results in support of this classification

3.1 Reports

Enter details of reports here as applicable

Name of Laboratory Test reports no and Test methods

Date
TSE Gebze Electrotechnical 395445/03-18 (TS EN 60332-1-2/A1:2016 / A11: 2017)
Laboratory
TSE Gebze Electrotechnical 395446/03-18 (TS EN 60332-1-2/A1:2016 / A11: 2017)
Laboratory
Test method and type of | Parameter No. of Test results
cable test Continuous Compliance with

parameter parameters

N2XRY 2x1,50mm? TS EN | H (Vertical flame
60332-1-2/A11:2017 spread) 1 112 mm <425mm / Eca
N2XRY 3x120+70mm?> TS | H  (Vertical flame
EN 60332-1-2/A11:2017 spread) 1 135 mm <425mm/ Eca

The format of the reaction to fire classification for electric cables is:

Fire Behaviour

Smoke Production Flaming Droplets Acidity

Eca

Reaction to Fire Classification: Eca
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4-Field of Application

This classification is valid for the cables listed below as determined in the extended application process according to CLC-
FprTS 50576-2016.

Trade name Cable Family Number of Cores | Conductor size React'l o t(.) HitE
Classification
UNAL
KABLO N2XRY 1 12,00 mm to 62,5 mm Eca
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