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CERTİFİCATE OF CONSTANCY OF PERFORMANCE

1783_cPR_1246
ln compliancewith Regulation (EU) 3O5l2O11 of the European Parliamentand of the Counci| of 9lüarch 201 ,l (the Construction Products
Regulation or CPR), this certificate applies to the construction product

Cable Type i RZ1-}(/N2XH -Klı(Mz1-1(FE05lNlXZ1 MULTICORE

Reaction to Fire Performance: Gca- sla, d0, al
Power cables used in buildings and other civil engineering works with the objective of limiting the generation and spread

of fire and smoke

(SCOPE İS AT THE ATTACHMENT)

pIaced on the market under the name or trade mark of

üı.ıaı_ KABLo sAN. vE Tlc. A.ş.
VELiMEşE osB. MAH. 247. soK. No:4/1 ERGENE / TEKİRDAĞ

and produced in the manufacturing plant

üı.ıeı_ KABLo sAN. vE Tlc. A.ş.
VELİMEşE osB. MAH. 247. soK. No:4/1 ERGENE / TEKİRDAĞ

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described in Annex ZA
of the standard(s)

EN 50575:2014 + A1:2016

under system 1 + for the performance set out in this certificate are applied and that the factoıy production control conducted by the
manufacturer is assessed to ensure the

constancy of performance of the construction product .

This certificate was first issued on 30.09.2022 and will remain valid as long as neitherthe harmonised standard, the construction product,
the AVCP methods nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by the notified
prod uct certification body.

www.tse.org.tr / Necatibey Cad. No: l 12 Bakanlıklar - ANKARA / +90 312 416 62 00

''1-1ıi< ıı.rıificııe cııınrıf hrı ıliereıJ nırıiı]lv ılıı]ı]icıted ııt i,riııseri li)r ünisıııldL]rslınrlİn(,

ffiffiwffi Fırat HAClOGLU
Director of Directives

Savfa ll2



rüprc sTANDARDLARı ENsrirüsü
T"uRKı§ı-{ ŞTANt)ARt)§ ıN§TıTuTıtf N

ATTACHMENT OF THE CERTIFICATE OF CONSTANCY OF PERFORMANCE

PRODUCT DESCRIPTION:

Desiqnation of cable family RZ1 -1(N2XH -KYMzl -K|FEOS/N 1 XZ1 M U LT|CORE
Rated voltaqe 0,6/1 KV

RELEVANT CO^|STR U CTl O N AL l N F O RM ATl O N :

conductor desiqn Round
conductor class 5
conductor tvoe Copper
Number of cores Multicore
Armour Does not include

ELECTRIC CABLES-EXTENDED APPL|CATİON OF TEST RESUITS FOR REACTıON TO FIRE
rS CtC TS 50576:

covered field
IArmoured
xunarmoured multicore
Isinqle core sheated
!Single core unsheated
rcable family including diameter s Smm

CROSSECTrONS lN THE SCOPE;

Number of cores Cross-section mm2
Zto 5 1,50 ınm2-240 mm2

CABLE PARAMETER RANGE

N: 5-43

OUTER DIAMETER RANGE

D:9,7 mm-75,9 mm

of Constancy of Performance, l 783-CPR- l 246.

www.tse.org.tr / Necatibey Cad. No: l l2 Bakanlıklar - ANKARA l +90 3|2 416 62 00

This ceı"tilicuıe cirnııtıt be altcred. tıartia]h,dublicated ot creascci ftır ııiisııırderstancling.
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